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Deployment Server 6.1 System Requirements

The following lists the system requirements for Deployment Server components and the network environment.

Network

• TCP/IP is used for communication between all Deployment Server components. If you have a NetWare file server for your Client Access Point, IPX can also be used to communicate with this component.

• For Windows 2000 systems, you must set up Active Directory with the “Permissions compatible with pre-Windows 2000” option. If you choose the option “Permissions compatible only with Windows 2000 servers,” the Deployment Server cannot manage domain accounts for you.

• If you’re using Windows 2000 only permissions, change them to the pre-2000 option from the Windows Start menu. Open a DOS prompt to add the group Everyone by typing the following:

net localgroup “Pre-Windows 2000 Compatible Access” Everyone /add

• Then restart all domain controllers for the change to take effect.

Deployment Server Infrastructure

• 256 MB of RAM

• 20 GB of available disk space

All components require Pentium III processors

Deployment Server Components

Component 

Hardware 


Software

Deployment Server 
RAM: 256 MB


Windows 2000 Server and Advanced

Disk Space: 20 MB required
Server Windows Server 2003

Deployment Server
RAM: 128 MB


Windows 2000 Professional, Server and
Console


Disk Space: 3.5 MB

Advanced Server

Windows XP Professional

Windows Server 2003

PXE Server 

Memory: 128 MB


Windows 2000 Server or Advanced Server

Disk Space: 25 MB (for boot files)
Windows Server 2003

DHCP server (must be on the 

network, but does not have to be 

on the same computer as 

PXE server)

Deployment

Memory: 128 MB


(Microsoft SQL Server 2000 (SP3) or
Database

Disk Space: 55 MB (for program
MSDE 2000 (SP3)
files), plus space for data.

Client Access Point
Memory: 128 MB


Windows NT (SP6)
(File server for

Disk Space: 100 MB for

Windows 2000 Server or Advanced Server

storage)


Deployment Server program
Windows Server 2003

files plus space for storing files
NetWare (file server only. Cannot use for

(image, boot, RIP, etc.)

any other components).

Deployment Web

Memory: 128 MB 

Windows 2000 Professional, Server or
Console






Advanced Server
Windows XP Professional

Windows Server 2003

MS IIS 5.5

Deployment Agents

Client minimum requirements:

• Pentium processor

• Operating Systems:

• Windows 95 or later

• Linux: Red Hat 7.2, 7.3, 8.0, 9.0 and Advanced Server 2.1, 3.0

• Linux: SuSE 8.0, 8.1 and Enterprise Server 8

• Linux: United Linux 1.0

• 5 MB contiguous disk space

See the following sections for additional information:

Installing Deployment Agent for Windows (AClient) (page 57)

Installing Deployment Agent for Linux (page 61)

Installing Deployment Agent for DOS (BootWorks) (page 62)

Installing Deployment Agent for PocketPC (page 63)
